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Calibrate front camera systems and radar sensors quickly and easily

Features and technical data

For further information please ask your 
WOW! contact person or visit 

www.wow-portal.com/acs_cars_en

WOW! CALIBRATION AIDS FOR VOLVO

Workshop-oriented flexibility 
•  Particularly suitable for independent workshops, automotive glass companies, body shops and tyre dealers 
•  Perfect accessory for modular expansion of the WOW! ACS cars calibration system
•  Can also be flexibly combined with calibration systems of other manufacturers

Everything from a single source
•  With WOW! ACS cars and the matching accessories, we offer you a robust and 

workshop-compatible calibration system with which you can calibrate all relevant 
vehicle makes flexibly and easily.

•  Together with our DIALOOQ diagnostic hardware and software solutions, we offer 
you the optimal solution for your demanding daily workshop routine.

Your comprehensive and professional service
•  From advice to delivery and service after commissioning. You have a direct 

contact person and we are there for you in any situation.

Volvo camera calibration aid
Art. no. W074 210 010

• Adjusting tool for various Volvo front camera systems: 
VOLVO S60/V60 (18-), VOLVO S90/V90 (16-), VOLVO XC40 (17-), 
VOLVO XC60 (17-), VOLVO XC90 (15-)

• Consisting of a calibration aid and instructions for use
• The tool enables the exact levelling of the camera in the holder after installation
• Manufacturer-specific calibration corresponds to OE number 999 7529
• Dimensions of packaging (L x W x H): 23.5 cm x 13.5 cm x 7.5 cm
• Dimensions of product (L x W x H): 20.5 cm x 6 cm x 1.5 cm
• Weight: approx. 34 g

Volvo radar calibration aid
Art. no. W074 211 003

• Adjusting tool for various Volvo radar sensors: 
VOLVO S60/V60 (10-18), VOLVO S80/V70/XC70 (07-16), 
VOLVO V40 (12-), VOLVO XC60 (08-17)

• Consisting of a calibration aid and instructions for use
• The tool enables the exact adjustment of the radar sensor after installation of a new 

windscreen
• Readjustment of the radar after each windscreen replacement or each calibration is 

prescribed by the manufacturer
• Manufacturer-specific calibration corresponds to OE number 999 7407
• Dimensions of packaging (L x W x H): 23.5 cm x 13.5 cm x 7.5 cm
• Dimensions of product (L x W x H): 9.7 cm x 7.5 cm x 1.5 cm
• Weight: approx. 32 g


